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REZERVNI DELOVI TRAKTORA

MM SERISi HIDROLIK MOTORLAR
MM SERIES HYDRAULIC MOTORS

ORDER CODE / SIPARIS KODU

1 2 3 4 5 6 7 8 9

(| | [ [ L [T [ ]

- Adjustment Option/ Ayarlanabilir Segenekler

omit - without valve
ihmal - valf olmadan

P - Side ports with single crossover relief valve
- Yan partlar tekli zit bosalma valfi ile

D - Side ports with dual crossover relief valve
- Yan partlar gift zit bogaltma valfi ile

- Mounting Flange / Montaj Baglantisi
omit - Three bolts mount
ihmal - Ugli civata baglantisi

- Oval mount, two holes

- Oval baglanti, iki delikli
Pos.3

- Port type (not valid for P and D version
- P ve D versiyonlari igin gegerlidir

omit - Rear ports
ihmal - Arka portlar

- Side ports
- Yan portlar

- Displacement code / Hacim Kodu

- Shaft Extensions */ Saft Aparatlari *
- 9 16 straight, Parallelkey A5x5x16 DIN6885
c - duz paralel anahtarli
Ve - ¢ 16 straight, Parallelkey A5x5x16 DIN6885
- duz paralel anahtarl
with corrosion resistant bushing / korozyona dayanikli yatak
CK |-@14straight, Parallelkey 5x5x16 DIN6885
- duz paralel anahtarli
Sh - @ 16,5 splined, B17x14 DIN5482 / Frezelenmis

- Ports / Portlar

omit - BSPP (ISO 228)

[M |- Metric (150 262)

[Pos. 7]- Line tocontrol** (see page4) /Hat Kontroli

/L - B—A (left running) / B—A (sola ilerleme)

/R - A—B(righ trunning)/ A—B (saga ilerleme)
Pos. 8- Valve RatedPressure*** / Nominal Valf Basinci
/50 |-Ap=50 bar

/100 |-Ap=100 bar

8 |- 8,2cmrev [.5in%rev] Pos. 9]- Special Features (see page98) / Ozel zellikleri
12.5(- 12,9 cm’/rev [.79 in’/rev] - Design Series/ Dizayn serileri
20 |- 20,0 cm™/rev [1.22 inY/rev] omit - Factory specified
32 |- 31,8 cm®rev [1.93 in3/rev] ihmal - Fabrikada belirtilen
40 |- 40,0 cm'/rev [2.44 in/rev] .
50 |- 50,0 cm*/rev [3.05 in’/rev] ENE L1 max L
J o
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PORTING / BAGLAMA 1 2 5(0
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S Side Ports / Yan Portlar T o — . SHAFT EXTENS'ONS/
3 . SAFT OZELLIKLERI
maxt. @ - )
i c - 216 Max. Torque 3,9 daNm
f MOUNTING / MONTAJ -916 Mak. 3,9 daNm (Tork)
# :§ Three Bolts / Ug Civatali
g :? 5 —
-§ g% <\ ~

26002

031,505

28404

min 11 deep

Rear Ports / Arka Portlar

24502

e 3
: fa! -
& \;Jj ] Port A =%
C | PotB
10,540,1 | 5,4+0,1 g
-~
Type/Tipi | L,mm | Type/Tipi| L,mm L,mm
MM 8 104 MMS 8 105 3,5
MM 12,5 106 |MMS 12,5 107 5,8
MM 20 109 | MMS 20 110 8,5
MM 32 114 | MMS 32| 115 13,5 C
MM 40 117,5 | MMS 40 | 118,5 17
MM 50 121,5 | MMS 50 | 122,5 21

F Oval Mount (2Holes) / Oval Sekilli (2 Delikli)

CK"~ 214 straight, Parallel key 5x5x16 DIN 6885
Max. Torque 3daNm

- 214 straight, Parallel key 5x5x16 DIN 6885
Mak. Tork 3 daNm

2140018

'5‘|
N

063.005

28+04

min 11 deep

:3x M 6 - 12 mm depth
Pug: 2xG 3/8 or 2xM18x1,5-12 mm depth
T :G1/8 or M10x1-10 mm depth

SH - 216,5 Splined, B17x14 DIN5482
Max. Torque 4, 4daNm

- 16,5 Splined, B17x14 DIN5482
Mak. Tork 4,4 daNm

017

©16,5-0,110

min 11 deep
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MM SERISi HIDROLIK MOTORLAR
MM SERIES HYDRAULIC MOTORS

TEKNIK OZELLIKLER / SPECIFITION DATA

. MM MM MM MM MM MM
Tipi/Type 8 12,5 20 32 40 50
Displacement / iletilen hacim (cm?®rev.) 8.2 12.9 20 318 40 50
Max. Speed (Max. hiz) cont./Devamli 1950 1550 1000 630 500 400
(RPM) int.* / Aralikli 2440 1940 1250 790 625 500
Max. Torque (Max. Tork) cont./Devamli 1.1 16 25 4 4.1 45
aNm int. ralikh 15 2.3 35 5.7 5.7 5.8
(daNm) int.* / Aralikl
peak™ / Pik 2.1 33 5.1 6.4 6.6 8
Max. Output (Max. Cikis) cont./Devamli 1.8 24 24 24 1.8 1.7
(kW) int.* / Aralikli 2.6 3.2 3.2 3.2 3.0 2.1
Max. Pressure Drop cont./Devamli 100 100 100 100 80 70
(Max. Basing Dusumu) int.* / Aralikh 140 140 140 140 110 90
(bar) peak** / Pik 200 200 200 200 140 125
Max. Oil Flow cont./Devaml 16 20 20 20 20 20
(Max. Yag Akist) o,
(I/min) int.* / Aralikh 25 25 25 25 25 25
Max. Inlet Pressure cont./Devamli 140 140 140 140 140 140
(Max. Grig Basinci) int.* / Aralikh 175 175 175 175 175 175
(bar) peak™ / Pik 225 225 225 225 225 225
Max. Return Pressure w/o cont. 0-100 RPM 140 140 140 140 140 140
Drain Line or Max. Pressure "+ 100-400 RPM 100 100 100 100 100 100
in Drain (bar)
(Dreyn hatsiz ve dreyn cont. 400-800 RPM 50 50 50 50 50 50
hattindaki max. basing) cont. >800 RPM 20 20 20 - - -
int.* 0-max.RPM 140 140 140 140 140 140
wi?ﬁlDFigitrL\JTinPere(ézg)re cont./Devamli 140 140 140 140 140 140
(Dreyn hatli max int.” / Aralikl 175 175 175 175 175 175
doénus basing) peak™ / Pik 225 225 225 225 225 225
Max. Starling Pressure with Unloaded Shaft, (bar)
(Ylklemesiz saft ile baslama basinci) 4 4 4 4 4 4
Milj Starting Torque at max. press. drop. cont. 0.7 12 21 34 33 3.7
(min baslama Tortu) »
(daNm) at max. press. drop. Int. 10 17 29 48 46 48
Min. Speed™*, (RPM) 50 40 30 30 25 20
weight, agv. (kg) MM 1.9 2 2.1 22 2.3 25
MMF(S) 2.3 2.4 25 26 2.7 2.9
MMFS 2.7 2.8 2.9 3.0 3.1 33
MMP 2.5 2.6 2.7 2.8 2.9 3.1
MMPF 2.7 2.8 2.9 3.0 3.1 33
MMD 2.6 2.7 2.8 2.9 3.0 3.2
MMDFE 2.8 2.9 3.0 3.1 3.2 3.4

* Intermittierent operation: The permissible valeus may occur for max. 10% of every minute.

** Peak load: The permissible valeus may occur for max. 1% of every minute.

*** For speed of 5 RPM lower than eiven.consult factory or your regionar manager.

1) interminttend speed and interminttend pressure musty rot ocur simultaneously.

2) Reconmendet filtration is per ISO clean lines cide 20/16. A nominal filtration of 25 micron or better.

3) Reconmend using a premium quality, anti-vear typee mineral based hydraulic oil, HLP (DIN51524) or

HM (ISO 6743/4)if using synthetic fluids consult the factory for alternative seal materials.

4) Reconmended minimum oil viscosity 13 mm2/s at 50 C.

5) Reconmended maximum system operation temperature is 82 C

6) To assure optimum motor life fill with fluit prior to loadind and run at moderate load and speed
for 10-15 minutes.

* Aralik Operasyonu: Izin verilebilir degerler her dakikanin maks %10 igin olusabilir.
** Asiri Yik: Musaade edilebilir degerler her dakikanin %1 igin olusabilir.

***10 RPM ve asagisi hizlar igin fabrikaya veya bolge bayiligine basvurunuz.

1) Aralikli hiz ve aralikli basing distsleri ayni zamanda olmalidir.

2) Tavsiye edilen filitrasyon ISO 20/16, nominal filitrasyon 25 mikron ve iyisi.

3) Tavsiye edilen hidrolik yag Ustiin kalitede anti-vear tipi mineral kokenlidir.

4) Tavsiye edilen en diisiik yag viskositesi operasyon sicakliginin 133 mm/s‘dir.

5) Tavsiye edilen en yiksek sistem operasyon sicakligi 82 C dir.

6) En uzun motor émriinii saglamak igin yiiklemeden énce sivi ile doldurulup
disUk bir yik ve hizda 10-15 dk. gahstirihr.
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